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Corner installation Ceiling mount Hanging installation

Fixed installation

Embedded installation
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Embedded installation Embedded installation

Angle embedded installation

Inner angle embedded installation

Flat angle flush mount
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Model

NX-W2608

Model

NX-614RS

Description

Recessed Mounted LED Aluminum 
profiles ( Waterproof ) 
 size： 3 000*26*8.7mm 
Material：6063T5
Surface：Silver
PC cover：Avaiable with opal,diffuser
Apply：LED Strips and PCB 5mm
 Clips : 2PCS
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Description

Surface Mounted LED Aluminum 
profiles 
 size：3000*19*19mm
Material：6063T5
Surface：Silver
PC cover：Avaiable with opal,diffuser
Apply：LED Strips and PCB 10mm
Clips : 2PCS
Plastic End Cap : 1Pair

 Plastic End Cap : 2PCS
Silicone End Cap : 2PCS 
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Model

NX-613RS

Model

NX-0809RS

6

Description

Surface Mounted LED Aluminum 
profiles 
 size： 3000*17.2*14.4mm 
Material：6063T5
Surface：Silver
PC cover：Avaiable with opal,diffuser
Apply：LED Strips and PCB 10mm
Clips : 2PCS
Plastic End Cap : 2PCS

Description

Surface Mounted LED Aluminum 
profiles 
 size： 3 000*08*09mm 
Material：6063T5
Surface：Rose Gold
PC cover：Avaiable with opal,diffuser
Apply：LED Strips and PCB 5mm
Clips : 2PCS
Plastic End cap : 1Pair
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Model

NX-509RS

Model

NX-508RS
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Description

Recessed Mounted LED Aluminum 
profiles 
 size： 3000*24.7*7mm
Material：6063T5
Surface：Silver
PC cover：Avaiable with opal,diffuser
Apply：LED Strips and PCB 10mm
Clips : 2PCS
Plastic End cap : 1Pair
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Description

Surface  Mounted LED Aluminum 
profiles 
size： 3000*17.4*7mm
Material：6063T5
Surface：Silver
PC cover：Avaiable with opal,diffuser
Apply：LED Strips and PCB 10mm
Clips : 2PCS
Plastic End cap : 1Pair
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Model

NX-Q639M

Model

NX-Q5M
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Description
Flat angle flush mount LED Aluminum 
profiles
Size：3000x61.45x14mm
Material：6063T5
Surface：Silver
PC cover：Avaiable with opal,diffuser
Apply：LED Strips and PCB 12mm
Plastic End Cap : 1Pair
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Description
Flat angle flush mount LED Aluminum 
profiles
Size：3000x56.0x15.0mm
Material：6063T5
Surface：Silver
PC cover：Avaiable with opal,diffuser
Apply：LED Strips and PCB 5mm
Plastic End Cap : 1Pair
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NX-1212F
Model

Description

Underground and wall mounted LED aluminum profies
Size：3000x12x12mm
Material：-6063T5
Surface：Silver
PC cover：Avaiable with opal,diffuser
Apply：LED Strips and PCB 10mm

NX-1908F
Model

Description

Underground and wall mounted LED aluminum profies
Size：3000x19x08mm
Material：-6063T5
Surface：Silver 
PC cover：Avaiable with opal,diffuser 
Apply：LED Strips and PCB 10mm

14.4

8.8
12

Embedded installation Ceiling mount

NEXLEDS LTD

11



15.6

15
.6

12

Description

Surface Mounted LED Aluminum 
profiles 
 size： 3000*16*16mm
Material：6063T5
Surface：Silver
PC cover：Avaiable with opal,diffuser
Apply：LED Strips and PCB 10mm
Clips : 2PCS
Plastic End cap : 1Pair

Model

NX-601RS
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Model

NX-05COB504-6W

Model

NX-08COB336-8W

Description

- DC24V , 6W/M
- Working TEMP. : -20-50(C)
-Life Time : 50000 hrs
- Product Size : 5000*5 mm
- Cutting Length : 13.89mm
- IP20 , IP65
- CCT : ( 3000K , 4000K , 5000K )
- LUMEN / W : (540LM/W , 570LM/W
570LM/W )
- Beam Angle : 120 , CRI > 80
- Warranty : 2 years.

Description

- DC24V , 8W/M
- Working TEMP. : -20-50(C)
- Life Time : 50000 hrs
- Product Size : 5000*8 mm
- Cutting Length : 62.5 mm
- IP20 , IP54 , IP65 , IP67
- CCT : ( 3000K , 4000K , 5000K )
- LUMEN / W : (730LM/W , 770LM/W
770LM/W )
- Beam Angle : 120 , CRI > 80
- Warranty : 2 years.
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Model

NX-10COB504-12W
Description

- DC24V , 12W/M
- Working TEMP. : -20-50(C)
- Life Time : 50000 hrs
- Product Size : 5000*10 mm
- Cutting Length : 41.66 mm
- IP20 , IP54 , IP65 , IP67
- CCT : ( 3000K , 4000K , 5000K )
- LUMEN / W : (1032LM/W , 1104LM/W
1104LM/W )
- Beam Angle : 120 , CRI > 80
- Warranty : 2 years.
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Model

NX-(LVD-4024D/LVD-6024D/LVD-8024D/LVD-10024D)
Description

LED DRIVER DAIMABLE
Power ( 40W , 60W , 80W , 100W )

I) INPUT : 90 - 130V AC
48 - 62Hz

( 0.47A , 0.7A , 0.9A , 1A )
II) OUTPUT: (DC24V/1670mA ,DC24V/2500mA

DC24V/3330mA ,DC24V/4170mA)
PF > 0.95 , IP55
Efficieny>0.85%
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(LVD-4024D/LVD-6024D/LVD-10024D/LVD-20024D)

Power ( 40W , 60W , 100W , 200W )

( 0.47A , 0.7A , 1A , 2A )
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