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CHAEGEAEE m 2" Floating Gimbal Downlight
® Model NO.: NX-FGDL2-5W-WH / NX-FGDL2-5W-BK
I: |_ OAT | I\I G e Specification: TYPEIC;AC120V; 50/60Hz; 5W
® Working Temp : -4(°F)~+122(°F)
® Power Factor: >0.90; Flicker free
\\ 3 ' ® CRI(ra): >90
' ® Color: White Color / Black Color
® |[ightSource: COB Chip
® |umen: 350Im
® CableType: Firerated 20 Mins FT4 cable
® |ifeTime: 50000 hrs
® BeamAngle: 36°
® Adjustable: Tilt: 90° , Rotation : 350°
® Product Size: D(3.5inch)*H(1.27 inch)
e ® CutOutSize: 2.83inch
ﬁ( ® |P: Suitable for wet location
nterte ® Application: Home, Shop, Hotel
5019340 & WET @D ® Warranty : 5 years
- I"‘r. R 666 NV s N =z e Standard: ETL
WET Intertek ® Dimmable: Triac Dimming
Locamel \" R ¢ : | Poreese Color Temperature: 2700K-3000K-3500K-4000K-5000K
o Changeable
® Model NO.: NX-FGDL3-6W-WH / NX-FGDL3-6W-BK
e Specification: TYPE IC;AC120V; 50/60Hz; 6 W
® Working Temp : -4(°F)~+122(°F)
® Power Factor: >0.90; Flicker free
® CRI(ra): >90
® Color: White Color / Black Color
® |[ightSource: COB Chip
® |umen: 400Im
® (Cable Type: Fire rated 20 Mins FT4 cable
® |ifeTime: 50000 hrs
® BeamAngle: 36°
® Adjustable: Tilt: 90° , Rotation : 350°
® ProductSize: D(3.94inch)*H(1.15inch)
® CutOutSize: 3.08inch
® |P: Suitable for wet location
c h a n g e a b I e ® Application : Home, Shop, Hotel
WET : — = ® Warranty : 5years
Lg:ggn c@us E E% ® Standard: ETL
Intertek ® Dimmable: Triac Dimming
5019340

Color Temperature: 2700K-3000K-3500K-4000K-5000K

Changeable
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4" Floating Gimbal Downlight

® Model NO. : NX-FGDL4-9W-WH / NX-FGDL4-9W-BK
® Specification: TYPEIC;AC120V; 50/60Hz; 9W
® Working Temp :-4(°F)~+122(°F)

® Power Factor: >0.90; Flicker free

® CRI(ra): >90

® Color: White Color / Black Color

® |ightSource: COB Chip

® |umen: 700Im

® CableType: Firerated 20 Mins FT4 cable

® |ifeTime: 50000 hrs

® BeamAngle: 36°

® Adjustable: Tilt : 90° , Rotation : 350°

® ProductSize: D(4.79inch)*H(1.47 inch)

® CutOutSize: 4.3inch

® |P: Suitable for wet location

® Application: Home, Shop, Hotel

e Warranty : 5years

® Standard: ETL

® Dimmable: Triac Dimming

Color Temperature:

Square Gimbal LED Slim Panel Light

2700K-3000K-3500K-4000K-5000K

Changeable

Model NO. : NX-EGLS-9W-3CCT
Specification : AC120V; 50/60Hz; 230mA; 9W
Working Temp : -20-50(C)

Power Factor : >=0.9

CRI(ra) : >=80

Color : White Color

Light Source : SMD2835

Lumen : 750 Im

Life Time : 50000 hrs

Beam Angle : 36°

Adjustable Angle : 30°

Product Size :

D5*H1inch (D125mm*H24mm)

Cut Out : 4-1/4 inch

IP: IP35

Application : Home, Shop, Hotel
Warranty : 5 years

Standard : ETL

Color Temperature:

3000K-4000K-5000K (Changeable )
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3CCT Gimbal LED Dimmable Downlight

® Model NO.: NXCOB60-12W-3CCT-DIM
e Specification : AC100-120V, 50-60Hz, 0.3A max, 12W
e Working Temp : -20-50(C)

® Power Factor: 0.9

e Cri(ra): >80

® Color: White/Black

® Light Source: COB

® Lumen: >100 LM/W

® BeamAngle: 38°

e Adjustable Angle: 360° Gimbal

® Product Size : D4.88XH1.89inch

® Cutout: 4.1/8 inch

e [P: Suitable for Damp location
® Application : Home, shop, hotel..etc.

® \Warranty : 5 years

® Standard: ETL

e Dimmable: Yes

Color Temperature:

3000K-4000K-5000K
(Changeable Dimmable)
»

S5CCT LED Gimbal Downlight

® \odel No. : NX-GDL6-15W-5CCT

® Specification : AC120V; 50/60Hz; 15W

® Working Temp : -20~25(1C)

® Power Factor : >0.9

® CRI(ra): >90

® Color: White Color

® Material : Aluminum+PC

® | ight Source : COB Chip

® | umen : 900~1050 Im

® Life Time: 30000 hrs

® BeamAngle : 60°

® Adjustable Angle: 45°

® Product Size : P7.48*3.46 inch (190*88mm)
® CutOut: 6 inch

® Cnvironment: Dry Location; Damp Location
® Application : Home, Shop, Hotel. ..

® Warranty : 5 years

@ Standard : ETL

Color Temperature:

2700K-3000K-3500K-4000K-5000K

Changeable
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Gimbal LED Ceiling Downlight (With Airtight Cap)

4"

® Model NO. : NX-EGLC-6W-5CCT

® Specification : AC100-130V; 50/60Hz; 264-266mA;6W
® Working Temp: -20~45(C)

® Power Factor: 0.9

® CRI(ra): >80

® Color: White Color / Black Color
® | ight Source: SMD2835

® [ umen: 470 1m

® | ife Time : 50000 hrs

® Beam Angle : 24°

® Adjustable Angle: 25°

® Product Size : D3.74*H1.20 inch

® Cut Out: D2.95 inch

®|P: IP35

® Application : Home, Shop, Hotel

® \Warranty : 5 years

® Standard : ETL

Color Temperature:

2700K-3000K-3500K-4000K-5000K

Changeable

Gimbal LED Ceiling Downlight

® Model NO. :

NX-EGL-9W-5CCT

® Specification :

AC100-130V;50/60Hz;264-266mA;9W

® Working Temp:  -20~45(C)

® Power Factor: 0.9

® CRI(ra): >80

® Color: White Color

® | ight Source : SMD2835

® | umen: 750 Im

® Life Time : 50000 hrs

® Beam Angle : 36°

® Adjustable Angle: 23°

® Product Size: D5.04*H0.93 inch
® Cut Out: D4.13 inch

® P IP35

® Application : Home, Shop, Hotel
® \Warranty : S years

® Standard : ETL

Color Temperature:

2700K-3000K-3500K-4000K-5000K

Changeable
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® Model NO. :

NEXLEDS "

NEXLEDS LTD

m Gimbal LED Ceiling Downlight (With Airtight Cap)

NX-EGLC-9W-5CCT /

NX-EGLC-9W-5CCT-B

® Specification :

AC100-130V;50/60Hz;264-266mA,;9W

® Working Temp:  -20~45(C)

® Power Factor : 0.9

® CRI(ra): >80

® Color: White Color / Black Color
® | ight Source : SMD2835

® [ umen: 750 Im

® | ife Time : 50000 hrs

® Beam Angle : 36°

® Adjustable Angle: 23°

® Product Size : D5.04*H1.49 inch
® Cut Out: D4 .13 inch

®|P: IP35

® Application : Home, Shop, Hotel
® \Warranty : b years

® Standard : E

Color Temperature:

2700K-3000K-3500K-4000K-5000K

Changeable

4" Floating Gimbal with Night Light

® ModelNO. : NX-FG04-9W-5CCT-N-WH

@ Specification : TYPE IC; AC120V; 50/60Hz;9W+3W,;
® \Working Temp: -4(°F)~+122(°F)

® Power Factor: >0.90 ; Flicker free

® CRI(ra): >90

® Color: White Color

® |[ightSource: SMD2835 Chip

® |umen: 725Im(Main Light), 165Im (Night Light)
® |ifeTime: 50000 hrs

® BeamAngle: 36°

® Adjustable: Tilt: 90° , Rotation : 350°

® Product Size : D(4.8 inch)*H(1.47 inch)

® CutOQutSize: 4.3inch

® |P: Suitable for wet location

® Application : Home, Shop, Hotel

® \Warranty : 5 years

e Standard: ETL

® Dimmable: Triac Dimming

Color Temperature:

2700K-3000K-3500K-4000K-5000K

Changeable
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3" Slim Panel Downlight

368 Im

® Model NO. : NX-3ES03-5CCT

® Specification : AC120V; 50/60Hz; 6W

® \Norking Temp : -4(°F) ~ +122(°F)

® Power Factor: >0.90

® CRI(ra): >90

® Color: White Color

® | ight Source: SMD2835 Chip

® | umen: 380 LM

® (Cable: Fire rated 20 Mins FT4 cable
® |ife Time: 50000 hrs

® BeamAngle: 120°

® Product Size: D (3.62inch)* H (0.39 inch)
® CutOut: 3.07 inch

® |P: Suitable for wet location

® Application: Home, Shop, Hotel

® \Warranty : S years

® Standard: ETL

e Dimmable: Triac Dimming

Color Temperature:

2700K-3000K-3500K-4000K-5000K

Changeable

4" Slim Panel Downlight

® NModel NO. : NX-4ES04-5CCT

® Specification : AC120V; 50/60Hz; 9W

® \Working Temp : -4(°F)~+122(°F)

® Power Factor: >0.90

® CRI(ra): >90

® (Color: White Color/ Black Color
® | ightSource: SMD2835 Chip

® | umen: 700 LM

® (Cable: Fire rated 20 Mins FT4 cable
® | ife Time: 50000 hrs

® BeamAngle: 120°

® Product Size: D (4.92 inch)* H (0.39 inch)
® CutOut: 4.3 inch

® |P: Suitable for wet location

® Application : Home, Shop, Hotel

® Warranty : S years

® Standard: ETL, ES

® Dimmable: Triac Dimming

Color Temperature:

2700K-3000K-4000K-5000K-6000K
2700K-3000K-3500K-4000K-5000K

Changeable
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6" Slim Panel Downlight

® NModel NO. : NX-6ES06-5CCT

® Specification : AC120V; 50/60Hz; 12W

® \Vorking Temp: -4(°F) ~ +122(°F)

® Power Factor: >0.90

® CRI(ra): >90

® (Color: White Color

® | ight Source: SMD2835 Chip

® |umen: 1000 LM

® (Cable: Fire rated 20 Mins FT4 cable
® |jfeTime: 50000 hrs

® BeamAngle: 120°

® Product Size: D (6.89inch)*H (0.39 inch)
® CutOut: 6.3 inch

® |P: Suitable for wet location

® Application: Home, Shop, Hotel

® ‘Warranty : 5 years

® Standard: ETL

® Dimmable: Triac Dimming

Color Temperature:

2700K-3000K-3500K-4000K-5000K

Changeable

8" Slim Panel Downlight

® NModel NO. : NX-8ES08-5CCT

® Specification : TYPE IC;AC120V; 50/60Hz; 18W;
® \Vorking Temp: -4(°F)~+122(°F)

® Power Factor: >0.90; Flicker free

® CRI(ra): >90

® Color: White Color

® | ight Source: SMD2835 Chip

® |umen: 1450Im

® Cable: Fire rated 20 Mins FT4 cable
® |ifeTime: 50000 hrs

® BeamAngle: 120°

® Product Size: D(8.82 inch)*H(0.39 inch)

® CutOut: 8.1inch

® |P: Suitable for wet location

® Application: Home, Shop, Hotel

® Warranty : 5 years

® Standard : ETL

® Dimmable: Triac Dimming

Color Temperature:

2700K-3000K-3500K-4000K-5000K

Changeable
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CHANGEABLE 4" Square Slim Panel Downlight CHANGEABLE 6" Commercial Downlight

NX-4ES04-9W-5CCT-SW / ® Model NO. :

NX-4ES04-9W-5CCT-SB - ;\ Specification -
C iy 4

NX-DLWRB-5CCT
TYPE IC; AC120-347V, 50/60Hz;

Model NO. :

® Specification: AC120V; 50/60Hz; 9W 10W-14W-19W Changeable
® ‘Working Temp: -4(°F)~+122(°F) o ® ‘\Working Temp: -4(°F)~+122(°F)
® Power Factor: =>0.90 ® Power Factor: >0.90
® CRI(ra): >90 ® CRI(ra): >90
® Color: White Color / Black Color ® Color: Silver Color
® | ightSource: SMD2835 Chip - - ® | ightSource: SMD2835 Chip
® |umen: 600 LM ® |umen: 1106 Im-1500 Im - 2008 Im
® Cable: Fire rated 20 Mins FT4 cable .- ® |ife Time: 50000 hrs
® LifeTime: 50000 hrs "~ e pe — — ® BeamAngle: 90°
® BeamAngle: 120° ARl T R LA T fl  © ProductSize:  D(8.27inch)'H(3.07 inch)
® ProductSize: D (4.96inch)*H (0.49 inch) 19W:18sBim  TH9W, 1895 Im S 0W a7z i EEUUEE SRR I ® CutOut: 6.3 inch
® CutOut: 4.3 inch ® |P: Suitable for wet location
® |P: Suitable for wet location ® Application : School, Shopping Center, Hotel...
WET 6“’ ™ = ® Application: Home, Shop, Hotel WET @D )\ —rE ® Warranty : o years
090 N7 gy 5 =: ® Warranty : 5 years 048 N7V \ia B ® Standard: ETL/FCC
gngfggjg ® Standard : ETL ';Jfggig ' ® Dimmable : 0-10V Dimming
® Dimmable: Triac Dimming Color Temperature: 2700K-3000K-3500K-4000K-5000K

Color Temperature: 2700K-3000K-3500K-4000K-5000K
Changeable

CHANSGECAEL-'; mm Split Deep Regress Commercial Downlight

Changeable

CHAEGECAEL-I; 6" Square Slim Panel Downlight

vz (€]).
666 NNV s DIMMABLE |
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® NModel NO. : NX-6ES06-12W-5CCT-SW /
NX-6ES06-12W-5CCT-SB

® Specification : AC120V; 50/60Hz; 12W

® Working Temp: -4(°F) ~+122(°F)

® Power Factor: >0.90

® CRI(ra): >90

® (Color: White Color / Black Color

® | ight Source: SMD2835 Chip

® | umen: 900 LM

® (Cable: Firerated 20 Mins FT4 cable

® |ife Time: 50000 hrs

® BeamAngle: 120°

® Product Size: D (6.93 inch)* H (0.49 inch)

® CutOQut: 6.3 inch

® |P: Suitable for wet location

® Application: Home, Shop, Hotel

e \Warranty : 5 years

® Standard: E ILL;

® Dimmable: Triac Dimming

Color Temperature:

2700K-3000K-3500K-4000K-5000K

Changeable

ki

® Model NO. :

NX-CDL-E2T6-45W-5C-DV

NX-CDL-E2T8-45W-5C-DV

NX-CDL-E2T10-45W-5C-DV

® Specification:  TYPEIC;, AC120-347V, 50/60Hz,

25W-35W-45W

® \Working Temp :  -4(°F)~+122(°F)

® Power Factor: >0.90

® CRI(ra): >90

® Color: Silver Color

® | ight Source : SMD2835 Chip
® | umen: 4486Im

® | ife Time: 50000 hrs

® Beam Angle : 50°

® Product Size :

8.07*5.62inch/10*6 inch /11.42*6 inch

® Cut Out Size:

6.3inch/8.1inch/9.97 inch

® P Suitable for wet location

® Application : School, Shopping Center, Hotel
® Warranty : 5 years

® Standard : ETL

® Dimmable :

0-10V Dimming

Color Temperature: 2700K-3000K-3500K-4000K-5000K

Changeable
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4“ Fire Rated Slim Panel Downlight

® NModel NO. : NX-4ES04-5CCT-FR-WH
® [ire Rated : 2-Hour Fire Rating

® Specification : TYPE IC;AC120V; 50/60Hz; 9W
® \Working Temp : -4(°F)~+122(°F)

® Power Factor: >0.90; Flicker free

® CRI(ra): >90

® Color: White Color

® | ight Source : SMD2835 Chip

® | umen: 700 Im

® | ife Time: 50000 hrs

® BeamAngle: 120"

® Product Size . D(5.14 inch)*H(0.47inch)
® CutOutSize: 4.3 inch

® P Suitable for wet location
® Application: Home, Shop, Hotel

® Warranty : 5 years

® Standard : ETL

® Dimmable : Triac Dimming

Intertek

5019340
S CCT
CHANGEABLE

Dam =
LOCAnoEl elllb A: : ma
6&6 c b us DIMMABLE : a 3
Intertek
5019340

Color Temperature:

2700K-3000K-3500K-4000K-5000K

Changeable

6" Disk Light

® Model NO. : NX-6SSMD-15W-5CCT-WH
® Specification : AC120V; 50/60Hz; 15W

® Working Temp : -4(°F)~+122(°F)

® Power Factor : >0.90; Flicker free

® CRI(ra): >90

® Color: White Color

® | ight Source : SMD2835 Chip

® | umen: 1000Im

® | ife Time: 50000 hrs

® BeamAngle : 120°

® Product Size : D(6.9inch)*H(0.9 inch)

® [P Suitable for Damp location
® Application: Home, Shop, Hotel

® \Warranty : 5 years

® Standard: =6

® Dimmable : Triac Dimming

Color Temperature:

2700K-3000K-3500K-4000K-5000K

Changeable

S CCT

CHANGEABLE
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3CCT LED Puck Light

® NModel NO. : NX-2PL-243W-3CCT-W
NX-2PL-243W-3CCT-B
NX-2PL-243W-3CCT-BN

® Specification : 24V DC 3W Max

® \Vorking Temp : -20~40(C)

® CRI(ra): >80

® Color: White / Black / Brushed Nickel

® \Material : aluminum

® | ight Source : SMD

® [umen: 210 Im

® |ifeTime: 30000 hrs

® BeamAngle: 120°

® Product Size: 69mm

® CutOut: 59mm

® |p: P21

® Application: Home, Shop, Hotel...

® Warranty : 2 years

® Standard : ETL

® Dimmable: Yes

Color Temperature: 3000K-4000K-5000K (Changeable )

RGBCW LED Puck Light

® Model NO. : NX-2PL-243W-RGBCW-W
NX-2PL-243W-RGBCW-B
NX-2PL-243W-RGBCW-BN

® Specification : 24V DC 3W Max

® \Working Temp : -20~40(C)

® CRIl(ra): >80

® Color: White / Black / Brushed Nickel

® NMaterial : aluminum

® |ight Source : SMD

® | umen: 180 Im~210Im

® |jfe Time: 30000 hrs

® BeamAngle: 120°

® Product Size: 69mm

® CutOut: 59mm

® |P: 1P21

® Application : Home, Shop, Hotel...

® \Warranty : 2 years

® Standard : ETL

® Dimmable: Yes

Color Temperature: RGB+3000K+5500K

-
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LED Ceiling Light

Model Watt PF Size Lumen
NXFMDR11-18W 18W >0.9 11 inch 1300 LM
NXFMDR14-26W 26W >0.9 14 inch 1850 LM
NXFMDR16-33W 33w >0.9 16 inch 2300 LM

® Specification : AC120V; 18W/26W /33W
e Working Temp: -20~+50(C)

e CRI(ra): >80

® Color: White Color

e Light Source: Sanan Chip

® Life Time: 50000 hrs

® BeamAngle: 120 °

® |P: Dry Location, Damp Location
® Application : Home, Shop, Hotel

e Warranty : 5 Years

e Standard: ETL; ES

Color Temperature:

3000K-4000K-5000K
(Changeable Dimmable)
i |

m Surface LED Downlight

e Model NO. : NX-USDLA100-14.2W-D

® Rated Wattage : 14.2W

® \/oltage: AC120V

® Frequency: 60Hz

® Operating Temp: -20C~45C

® Power Factor: =0.9

® CRI(ra): =80

® Body Color: White color

® | ight Source : SMD2835

® Lumen: 1150 Im=*5%

® |ife Time: 50000 hrs

® BeamAngle: 90°

® Product Size : 7.91"*1.65"

e P Wet location

® Warranty : 5 Years

® Standard : cULus,ENERGY STAR,RoHS
Color Temperature: 3000K 4000K  5000K

S CCT
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3CCTLED Disk light

Model Watt Product Size Cut Out Lumen
NXSM4D-10W-3CCT | 10w | ®5.2*3inch 4inch 600~700 LM
NXSM6D-18W-3CCT | 18W | ©7.4*3.03inch| 6inch | 1080~1260LM

® Specification:

AC120V,; 50/60Hz

e Working Temp : -20~25(C)

® Power Factor : >0.9

e CRI(ra): >90

e Color: White Color

@ Material : Aluminum+PC
@ Light Source : SMD 2835 Chip
® Life Time: 30000 hrs

® Beam Angle : >9Q°

® Environment:

Dry Location; Damp Location

® Application : Home, Shop, Hotel...
@ Warranty : 5 years
® Standard : ETL

Color Temperature:

3000K-4000K-5000K (Changeable)

Sensor Downlight

Model Waltt Size

Lumen

NXSM4DS-10W 1

OW | 4inch (140x48mm) | 600~700 LM

NXSMBDS-18W 1

8W | 6inch (190x48mm) | 1080~1260 LM

® Function: Adjustable CCT +PIR sensor
® \oltage: 120V 50/60Hz

® ‘Working Temp: -20~+45(C)

® CRI: >90

® |ight Efficiency:  60-70 LM/W

® Source: SMD2835

® Detection distance: 8m

® BeamAngle: >90

® |EDQ'ty: 30pcs

® Cover Type: Transparent PC

® Color: White

® Applicable: Dry Location, Damp Location
® Standard ETL

Color Temperature:

3000K-4000K-5000K (Changeable)
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9" & 11"Die-cast Flush Mount Panel

® Model NO. : NX-9SMPL18W-5CCT-WH
NX-11SMPL24W-5CCT-WH

® Specification : AC120V; 50/60Hz; 18W [/ 24W

® Working Temp:  -4(°F)~+122(°F)

® Power Factor: >0.90; Flicker free

® CRI(ra): >90

® Color: White Color

® | ight Source : SMD2835 Chip

® [umen: 1460Im / 2256Im

® |ifeTime: 50000 hrs

® BeamAngle: 120°

® Product Size : D8.86 *HO.79inch) / D10.98 *H0.98 inch

® P Suitable for Damp location

® Application : Home, Shop, Hotel

® Warranty : 5years

® Standard : ETL

® Dimmable : Triac Dimming

Color Temperature:

2700K-3000K-3500K-4000K-5000K

Changeable

4" Slim Panel with Night Light

® Model NO. : NX-4ES04-9W-5CCT-NL

® Specification : TYPE IC; AC120V; 50/60Hz; 9W+3W,;
® \Working Temp : -4(°F)~+122(°F)

® Power Factor: >0.90 ; Flicker free

® CRI(ra): >90

® Color: White Color

® | ightSource: SMD2835 Chip

® |umen: 700Im(Main Light) , 165Im (Night Light)
® |ife Time: 50000 hrs

® BeamAngle: 120°

® Product Size: D(4.92 inch)*H(0.39 inch)

® CutOut: 4 3 inch

® |P: Suitable for wet location

® Application: Home, Shop, Hotel...etc

® \Varranty : 5 years

® Standard: ETL

® Dimmable: Triac Dimming

Color Temperature:

2700K-3000K-3500K-4000K-5000K

Changeable

S CCT

CHANGEABLE

€.

isTED

Intertek
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CcCT
CHANGEABLE
- =
- K

Damp € b e \
LOEA}SON c T8 DIMMABLE |
A Ligreo!

Intertek
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Surface mounted ceiling light with night light

® |odel NO. : NX-SMCL13-246W-5CCT
® Specification : AC100-130V ; 50/60Hz; 24+6W
® Working Temp : 0~35C

® Power Factor: 0.9

® CRI(ra): >80

® Color: White

® Material : PC

® | ight Source: SMD2835

® |umen: 2100LM

® |lifeTime: 50000 hrs

® BeamAngle: 120°

® Product Size: @330%15.7mm

® |P: IP20

® Application : Home, Shop, Hotel

® \Varranty : Syears

® Standard: ETL

Color Temperature:

3000K-4000K-4500K-5000K-6500K

Changeable

LED Wall Sconce

® \Model NO. :

NX-WSL10-15W-3CCT

NX-WSL10-15W-3CCT-B

® Specification :

AC108-132V,; 50/60Hz; 125mA; 15W

® \Working Temp : -20~40(C)

® Power Factor : 0.9

® CRI(ra): >80

® Color: Brushed Nickel / Black
® Material : Stainless Steel|

® | ight Source : LED 2835

® | umen: 980 Im

® | ife Time: 50000 hrs

® BeamAngle : 120°

® Product Size : E3.5"*W7"*H10"

® P Ip44

® Dimmable: Yes

® Application : Indoor,corridor, balcony, hotel, etc
® Warranty : 5 years

® Standard : ETL,CGETL

Color Temperature:

2700K-3000K-3500K-4000K-5000K

Changeable
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Sensor
LED Downlight

10w I5W  18W
Wart Settable

3000K 4000K 5000K
CCT changeable

9"

CHANGEABLE

Beam Angle 360

PIR sensor

Diameter: 10'

Off fro
(Light off after

Intertek

SHYIA
ALNYHHYM

| S 2 Sitch 2
ON (180s Night motien sensor mode

Switch 3: Sensar ON/OFF

EASY & FAST installation

Frameless Sensor LED Downlight

® Model No. : NX-SMDSE9-18W

® Specification : AC100-130V; 50/60Hz;
10W-15W-18W changeable

® \Working Temp : -20~50(C)

® Power Factor: 0.95

® CRI(ra): >80

® Color: White Color

® Material : PC

® |ight Source: SMD2835

® | umen 90~105Im/W

® | ife Time: 50000 hrs

® BeamAngle : 120°

® Product Size : 9.1 inch

® |p: IP20

® Application : Home, Shop, Hotel

® \Warranty : 5 years

® Standard: ElE

® Sensor Detective Time: 30s and 180s changeable

@ Sensor Working Height:  8ft~15ft

@ Sensor Trigger Diameter: 6ft~10ft

® Photocell Working Lux: <13lux

@ Sensor Control: On/off changeable

Color Temperature: 3000K-4000K-5000K (Changeable )
[ |

Switch |: 30/ 180s sensor duration time setting

2= 1
OFF £+30s Switch 2: All motion sensor mode

lock the screw after bracket twisting-on

3000K 4000K 5000K
CCT changeable

Under Trim

Sensor it
LED Downlight Tl
1 3

30s X OFF

9||

CHANGEABLE

VIDEO
g
= I"'
e ¥

SHYIA
ALNVHHYM

@.5

Intertek

Jh-i-.in.
o H
B

Sensor Switch
( Switch 2: 'R
Night motion sensor mode .

Switch 3: Sensor ON/OFF Light sensor

Switch 1:30/180s sensor duration time setting

Switch 2: All motion sensor mode

Sensor LED Downlight
® Model No. : NX-SMDSP9-18W
® Specification : AC100-130V; 50/60Hz; 18W
® \Working Temp : -20~50('C)
® Power Factor : 0.95
® CRI(ra): >80
® Color: White Color
® Material : PE
® | ight Source : SMD2835
® | umen: 80~91 LM/W
® |ife Time: 50000 hrs
® Beam Angle : 120°
® Product Size : 8.66 inch
® |P: IP20
® Application : Home, Shop, Hotel
® \Varranty : 5 years
® Standard : ETL
® Sensor Detective Time: 30s and 180s changeable
® Sensor Working Height: 8ft~15ft
® Sensor Trigger Diameter: 6ft~10ft
® Photocell Working Lux:  <13lux
® Sensor Control: On/off changeable

Color Temperature: 3000K-4000K-5000K (Changeable )
-

18
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Surface Mount Frame Kit

Model Size Fitting Panel Size

NX-22X70 |620x620x70mm (2x2FT) 603x603 mm
NX-14X70 |1229x318x70mm (1x4FT)| 213x303 mm
NX-24X70 [1229x620x70mm (2x4FT)| 1213x603 mm

® Naterial : 6063 Aluminum
® (Color Finish: White / Black / Silver
= N
¥
OB W N VLS
- e [ Q‘\k g_?‘¢

10W

Single Ring

LED Flush Mount

Recessed Mount Frame Kit

Model Size Fitting Panel Size

NX-22R25 |643x643x25mm (2x2FT) 603x603 mm
NX-14R25 |1253x341x25mm (1x4FT) 213x303 mm
NX-24R25 |1253x643x25mm (2x4FT) 1213x603 mm

CHANGEABLE
® Material : 6063 Aluminum
> : : ® Color Finish: White / Black / Sil
PIR Senior Single Ring LED Flush Mount ol TS 7 ne s Sack Stvel
odel NO. - NXSMRDS-15W-3CCT ?E‘ 2 I\ S ) ’

| Specification: AC108-132V; 50/60Hz; 125mA; 15W ; ﬁ &E«L{@ /_9 Y = -
Working Temp : -20~40(C) ! ' ! -
Power Factor: 0.9

CRI(ra) : >80

Color : Brushed Nickel

® Material:  Stainless Steel tAerylic Cable Kit

Lumen : 800 Im ® \odel NO.: NX-DS4

Life Time : 50000 hrs : R L]
BeamAngle: 120° =\ > Sl |
Product Size: Dg6"*2.4" I ( NN ' ‘

P : P44 \ _/

Application : Indoor, corridor, balcony, hotel, etc 76— "Ya | l‘.
Warranty : 5 years _d i Y ! ! ‘.
® Standard:  ETLCETL iy & | Lo |
Color Temperature: 3000K-4000K-5000K (Changeable) : \ j : | ' lk

W @D EE
LOCATION
) A LA =
® =

Intertek

suvii
ALNYHHYM
OO O I I I IR I
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® Model NO. : NX-VLSL-2F-25W-5CCT e Model NO. : NX-VLNL-2F-25W-5CCT-B
® Specification : AC108-132V; 50/60Hz; 208mA; 25W e Specification : AC108-132V; 50/60Hz; 208mA; 25W
® Working Temp : -20~40(C) ® Working Temp : -20~40(C)
[ e Power Factor : 0.9 ® Power Factor: 0.9
' e CRI(ra): >80 ® CRI(ra): >80
". | e ' I e Color: Brushed Nickel ® Color: Black
e Material : Stainless Steel + PC ® Material : Stainless Steel + Acrylic
® Light Source : LED 2835 ® Light Source: LED 2835
® Lumen: 2300 Im ® Lumen: 2300 1Im
e Life Time: 50000 hrs ® Life Time: 50000 hrs
® BeamAngle: 120° ® BeamAngle: 120°
® Product Size: L24"*W5.87 *H4.11" @ Product Size: L24.9"*W4 .5 *H4.12"
e |P: P44 e |P: P44
~— e ® Dimmable : YES ® Dimmable : Yes
Damp G“) E =: e Application : Bathroom o (Tb 7N e Application : Bathroom
DO A e —dF ® Warranty : 5 years 88 | NS v ® Warranty : 5 years
HERHER ® Standard - ETL, CETL nemek gt e Standard ETL, CETL
Color Temperature: 2700K-3000K-3500K-4000K-5000K ' Color Temperature: 2700K-3000K-3500K-4000K-5000K
Changeable Changeable

cHaNoEARL S CHANGEARLE LED Vapor Tight

e Model NO. : NX-VLDR-2F-25W-5CCT ® Model NO. : NX-CGCHV-44-3CTFP
e Specification : AC108-132V; 50/60Hz; 208mA; 25W ® Specification : AC120-347V; 50/60Hz;
® Working Temp : -20~40(C) 1150mA; 32W-44W-50W
® Power Factor : 0.9 ® Working Temp: -40~50(C)
e CRI(ra): >80 ® Power Factor: 0.9
e Color: Brushed Nickel ® CRI(ra): >80
e Material : Stainless Steel + Aric ® Color: White Color

d ® LightSource : LED 2835 ® |ight Source: HongLi SMD Chip
® Lumen: 2300 1Im ® |[umen: 130 Im/W
® Life Time: 50000 hrs ® |ifeTime: 50000 hrs
® BeamAngle: 120° ® BeamAngle: 120°
® Product Size: L24.21"*W4 .53 *H3.76" ® Product Size: 47.24%*4 92*3.62 inch
e |P: P44 ® [P: IPG6

~\r e Dimmable : Yes ® Application: Garages Workshops Car parks

BE{EJ,’, | elllb - ® Application: Bathroom T ® Warranty : 5years
80 | ° Nt ® Warranty 5 years Ba1a55s ® Standard ETL, DLC, NEMA4X
ImES iRk e Standard - ETL, CETL e Optional: Sensor S
Color Temperature: 2700K-3000K-3500K-4000K-5000K Color Temperature: 3000K-4000K-5000K
Changeable (Changeable )




LED ARCHITECTURAL

7
STRIP LIGHT .
A N0 | I Connector  nx.Lad
‘\
® Specification: . AC120-347V; 50/60Hz;
LED Architectural Strip Light ® Working Temp : -20~45('C)
® Power Factor: >0.9
NX-LAL4F-50W-L-DV-TCP-W 50W-40W-30W @ Color: White color / Black color
ial : Aluminium R K
y A (57501m -4600Im-3450im) | & Materia _:!,__ S —
NX-LAL4F-SOW-L- [ ® Light Source:  SMD2835 LEDs B
NX-LAL8F-70W-L-DV-TCP-W 70W-60W-50W @ Life Time : 50000 hrs = —
5 7OW.| -DVATCD. (9200Im -7360Im-5750Im) | ® BeamAngle:  120°
NX-LALBF-70W-1- (e ® Size: 48.03*1.9773.11 inch
'YEE P20
® Application : Office building, Shopping mall...etc
) ® Warranty : 5 years i P C NX-LA-PC-FROST
3 - NX-LA-PC-FROST
@ J ® Standard : UL, DLC Mou ntlng
e | Color Temperature: 3500K-4000K-5000K (Changeable) Plate L AALL O Diffuser
— ] = : NX-LA-PC-PRISMATIC
Standard
Mount \
Recessed

CHANGEABLE

7~
N

N

NEXLEDS®

NEXLEDS LTD

v .
X Connector  wx-La-x-ek NX-LA-X-WH L Connector NX-LA-L-BK NX-LA-L-WH

N7

Box NX-LA-CANOPY-WH NX-LA-CANOPY-BK e - Surface

NX-LA-RMK Mount kit

ﬁ NX-LA-SMK
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S CCT

CHANGEABLE

€.

5005687

SHviA

ALNYHHYM

S CCT ! S CCT : :
CHANGEABLE Sensor3CCTLED Linear CHANGEABLE 3CCTLED Linear ngh Bay
® Model NO. : NX-RALS435-40W-3CCT-S Model Watt/ Current Size
® Specification: AC100-277V; 50/60Hz; 500mA; 40W . NX-LHBSB-L3-165/110/80W-H-MV- TCP(XX)-Y 12?\;\;1\10\/\#80\:\/; iznac‘sz*ﬂ.awmw
® Working Temp : -20~50(C Coe : S
® Dower Eactorp' 095 (©) T > NX-LHBS6-L3-220/165/110W-H-MV-TCP(XX)-Y ié?‘:;fsw'ﬂow‘ iznaész taarer
® CRi(ra): >89 ! ® Specification: AC120-347V; 50/60Hz
® Color: White Color ® Working Temp :  -40~+40(C)
® Material : PE+PC _“‘",_f ® Power Factor: (.9
® | ight Source: Epistar COB Chip - ® CRI(ra): >80
® [umen: 4000 Im —3 ® Color: White Col
- - - K m _ : i _e olor
® |ife Time: 50000 hrs ® Light Source:  Luminus SMD2835
ﬁ ﬁ ﬁ ® BeamAngle : 120° ® Lumen : 140 LM/W
Out of deteclive range md?lle(gulvgra)nge Dﬁf{fmrﬁel;ctlng%rz)mge ® Product Size : 474*54*24 inCh ® |ife Time: 50000 hrs
_ight On ight off at 30s

e |P: P40 ® Beam Angle : 90°
® Dimmer: Remote control dimming 3 ®|P: P42

@D i (Optional remote control) W % ® Application : Warehouse, indoor parking area, work shop...etc

N VS ‘ E =3 ® Application:  Home, Shop, Hotel, Office, Garage, Studio ® Warranty : 5 years

Intertek w : @©- ® Warranty : 5 years ® Standard : UL

5005687 ® Standard : ETL ® Optional : Sensor

3CCTLED Linear

® Model NO. : NX-RALS435-40W

® Specification : 120VAC 50/60Hz , 40W

® Power Factor: >0.95

® CRI(ra): >80

® \Working Temp: -40~+80C

® Storage Temp: -30~+45C

® Material : Fe+PC

@® Warranty : 50000Hrs

® Lumen: 100 Im/W

® Beam Angle : 120°

® Size: L47.40* W5.31*H1.77 inch
®|P: IP40

® Application : Suitable for damp location
® \Warranty : 5 years

® Standard : BLE.ETL

Color Temperature:

3000K-4000K-5000K (Changeable)

® Motion Sensor: Yes

Color Temperature: 3000K-4000K-5000K (Changeable)

CERTIFIED

3 CCT

CHANGEABLE

SHY3A
ALNYHEYM

Model

NEXLEDS "

NEXLEDS LTD

LED Strip Light

Watt/ Current

Size

NX-LLS4F-40W-H-MV-TX(XX)-Y

40W-32W-24W
367TmA,;

46.66"2.91*3.25inch

NX-LLS8F-64W-H-MV-TX(XX)-Y

64W-50W-40W
587TmA,;

95.98%2.91*3.25inch

® Specification :

AC120-347V; 50/60Hz

® Working Temp : -20~45(C)

® Power Factor : 0.9

® CRI(ra): >80

® Color: White color

® Light Source : Luminus SMD2835
® Lumen: 130LM/W

® Life Time: 50000 hrs

® Beam Angle : 120°

8P IP44

® Application : Market, office... etc
® Warranty : 5 years

® Standard : UL

Color Temperature:

3500K-4000K-5000K (Changeable)

Color Temperature:

3500K-4000K-5000K (Changeable)
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&

1l ED BACK

PANEL LIGHT

Linear Light

LED Backlit Panel Light

CHANGEABLE ' @ CR| >80 @ e \ -

e Color: White color CN\MF/ us | PIMMABLE f
e Light Source : Luminus SMD2835 Intertek L
® Lumen: 125LM/W
e Life Time : 50000 hrs
® Beam Angle : 120°

@ - T=E P40

i it E% ® Application : Perfect application for retail stores,

—_— ] ® schools, offices, markets and restaurant

Intertek e Warranty : 5 years
® Standard : ETL
® Dimmable : 0~10V Dimming

Color Temperature: 3500K-4000K-5000K (Changeable)
R

Color Temperature:

Model NO X
Specification :

Working Temp :
Power Factor :

CRI(ra):
Color:
Material :
Light Source :
Lumen :

Life Time :
Beam Angle :
Product Size :
Cut Out :

IE%

Dimmer:
Application :
Warranty :
Standard :

NEXLEDS "

NEXLEDS LTD

SCCT

CHANGEABLE

i Linear Li

NX-6TW-8W-5CCT-C34
AC120V; 60Hz; 180mA; 8W
-20~40(C)

0.9

290

White Color

Plastic

SMD 3030 Chip

500 Im

50000 hrs

34°

2 25Nt 25( 1R 5(H Y ineh
6.75*1.88 inch

IP20

Yes

Home, Shop, Hotel

3 years

EqlE

2700K-3000K-3500K-4000K-5000K

Changeable
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RGBW Outdoor String Lights cHA|\$G(E:AE|-_I; LED Step Light
® Model NO.: NX-S14-15M-RGBW ® Model NO. - NX-2SL-241W-3K-W
® Specification : 100~240V ; 1W/ Bulb — NX-2SL-241W-3K-B
® Working Temp : -20~50('C —— —
. c;:(rlg)g- emp T o) ® Specification - 24V DC, 1W Max
: s : _ AT
® Color: Black holder and Black cable . \é\lglr(krlg)g-Temp - >28% A
® Light Source: 2835 Chip, 15 Bulbs o Calor:, Black Color / White color
= L_ume_n: >40Im / Bulb ® \aterial : Aluminum
® | ife Time: 30000 hrs ® Lights : COB
® BeamAngle : 360° ° ng Qurce ' 60 Im
e ProductSize:  2.28inch*1.77inch(Bulb) , 48ft( Length ) = Lllgfl':ne R T
-~ - :
S lspo_CKEt Base |EP2665 ® Beam Angle - 110°(Without half cover)
- — . 40°(With half cover)
" ® Dimmer: YES, Remote control 8 ProtiatSize - AT
, J P ® Application : Home, Shop, Hotel, Patio, Outdoor . Crc: Cl)JCt' Lo T 34
! ! ' ® Warranty : 3 years i |pu- et lPGmSm
® Standard : ETL -
an=at ® Application : Home, Shop, Hotel...ect
. Color Temperature: RGB+3000K - -
WET 6“’ Y =t H ® Warranty : 2 years
Oy © N\ e 5% - g ® Standard : ETL
=] Intertek

Intertek

Color Temperature: 3000K

Warm White Outdoor String Lights RGBW Landscape Mini Well Light
Model NO. - NX-S14-15M-WW REB

]
PP ; ® Model NO. : NX-WL023W-BN-RGBW

@ Spec!ﬂcatlon. 100~24(3V ; 1W/Bulb . RGBW ® Specification - AC/DC-12-24V; 1.5W
® Working Temp: -20~50(C) ® Working Temp. -20~50(C)
® CRI(ra): >80 ® CRI(ra) - >80
® Color: Black holder and Black cable ¥ Coloi : SiverColor
® | ight Source : 38mm LED filaments, 15 Bulbs ° Materi-al : Stainless Steel Housing
® Lumen: 10 Im/Bulb ® LiahtSource - SMD
® Life Time : 30000 hrs . Lfmen. T 35.40Im
® : ° :

Beam Angrle. 360 . . & Lt Time: 30000 hrs
® Product Size : 2.28inch*1.77inch(Bulb) , 48ft( Length ) ® BeamAngle: 90°
o _ :

Socket Base : E26 ® Product Size : 52*52mm
® P IP65 o P P67
® Dimmer: No - .

°® ication : Home,Patio,Garden,Yard
® Application : Home, Shop, Hotel, Patio, Outdoor ° &ZF;L':::;U." ) 3 yearls ’ :
: L2 ‘;Ears ® Standard: _ ETL/FCC
ANGAld., . ® ColorTemp: RGBW (RGB+3000K)
Color Temperature: 2200K ML ("; . F@ » Coiifral: Push Button at the wire
: ® Color Temperature: RGB+3000K

Intertek
- I
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RGBCW

Intertek

‘.‘ ‘—/ = T ~ gt

!‘ =
~ g g P 7
« - @& - @ -V ,V/

Intertek

RGBCW Landscape Well Light

® Model NO. : NX-WL045W-BR-3CCTRGB

e Specification : AC/DC 12-24V; 5W

® Working Temp : -20~50(C)

® Power Factor: 0.95

e CRI(ra): >90

® Color: ORB Color (Oil Bronze)

e Material : Aluminum Housing

® Light Source: SMD3030

® Lumen: 480 Im

® LifeTime: 50000 hrs

® BeamAngle: 60°

® Product Size: 85.9*102mm

e P IP67

® Application : Home, Patio, Garden, Yard

® \Varranty : 3 years

® Standard: ETL/FCC

Color Temperature: RGB+CW
)

3

RGBCW LED Hardscape Paver Light

Model Watt Size

7inch |[NX0705W-BR-3CCTRGB 5w

175%74.9*23.1mm

12 inch | NX1207W-BR-3CCTRGB TW

305*74.9*23.1mm

® Specification: AC/DC-12-15V;

® Working Temp : -20~+50(C)

e Power Factor: 0.95

e CRI(ra): >90

e Color: Bronze Color

® Material : Aluminum Housing and stainless mounting plate

® Light Source: SMD2835+3030

® Lumen: 40 LM/W

e LifeTime: 50000 hrs

® BeamAngle : 90°

® SwirlAngle : 360°

® P IP65

® Application : Home, Patio, Garden, Yard

® Warranty : 3 years

® Standard : ETL, FGC

Color Temperature: RGB+CW
B )

3

D).

Intertek

S CCT

CHANGEABLE

NEXLEDS "
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RGBCW LED Bullet Spot Light

® Model NO. : NX-B1307W-BR-3CCTRGB
@ Specification : AC/DC 12-24V; 5W

® Working Temp : -20~50(C)

® Power Factor: 0.95

e CRI(ra): >90

® Color: Black Color

e Material : Aluminum Housing

® Light Source: SMD3030

® Lumen: 450 Im

® Life Time: 50000 hrs

® BeamAngle: 30°

® Product Size: 160.45%*65.69*57mm

e |P: IP65

® Application : Home, Patio, Garden, Yard
® \Varranty : 3 years

® Standard: ETL/FCC

Color Temperature: RGB+CW

| U‘

3CCTLED Step Light

® Model NO. : NX-ST113W-3CCT
@ Specification : AC120V; 3W

® \Working Temp : -20~50(C)

® Power Factor: 0.95

® CRI(ra): >90

® Color: White

e Material : Aluminum Housing
® Light Source: SMD2835

® Lumen: 110 Im

® |ife Time: 50000 hrs

® BeamAngle: 60°

® Product Size : 120*73*41.5mm

® |P: IP65

® Application : Home, Patio,Garden,Yard...
® Warranty : 3 years

® Standard: ETL/FCC

® Dimmable : Yes

Color Temperature:

3000K-4000K-5000K (Adjustable)
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® Model NO. : NX-410S-1.5W-N ® Model NO.: NX-L400S-RGBCW
® Rated Power : 1.5W e Power Type: Solar
® Brightness : 220 1m @ Solar Board: Poly-crystalline
® | EDs: SMD2835*14 pcs @ Battery: Li-lon 3.7V 1800mAh
° (Front 12pcs +Back 2 pcs) e Watt.: 1.8W
® Solar Panel : 0.7Wp, Poly-crystalline silicon ® Lumen: 45LM
® | i-ion Battery : 1200mAh / 3.7V e Working Temp: -20~45C
® P|R Sensor Detection Area: 120°/ <6Mtr e Color: Black Color
® \Working Time : Charge one day can work for 3 nights e Flexible Angle: Vertical 120°(Lamp body)
® Housing Color: Black ° Vertical 90°(Solar panel)
® One key to control 2 different working modes ® BeamAngle: 110°
® Battery can’'t be rep|aceab|e ® Product Size: 91*188*H290mm
Color Temperature: 3000K  4000K  6000K ll il 1P65
® Application: Patio, Yard, Garden, Pathway, etc
@ SolarPowered [ 2Working Modes ® Warranty: 1 Year
}»‘:)) Motion Activated  #% 1pg5 Waterproof ® Standard: ECC
$% Z““’EI“"'-‘"". . g) Long Lasting Color Temperature: RGB+CW (6500K, 3000K)
aro:Sactiietty:Cost Cordless to Install C  —

Solar LED Downwash Light

Solar Landscape Spotlight

® Product Model: NX-410S-6.8W-N ® Model NO - NX-L400S-1 5W

® Rated Power: 6.8W e PowerType:  Solar

® Brightness: 800 Im e Solar Board: Monocrystalline Silicon

* LEDs: SMD2835*60pcs(Front 58pcs+Back 4pcs) : sztttte_rf 1856\20 LiBattery. 5. 7V, 1200mIAN

® Solar Panel: 4.4 Wp, Mono-crystalline Silicone ® Lumen: 135Im ( high light mode)

® Li-ion Battery: 4000mAh/3.7V, 18650 Replaceable 54Im ( low light mode )

® PIR Sensor Detection Area: 120°/<<6Mtr e Working Temp: -20~40C

® Working Time: charge one day can work for 3 nights. & Color: _ Black CO|0£ _ :

® Housing Color: Black : glembfAr:gle. ;/gzncaIQO , Horizontal 180

eamAngle:

® One key to control 3 different working modes e Product Sgize 118°82°292mm

e Battery is replaceable e P P67

Color Temperature: 3000K 4000K 6000K ® Application: Patio, Yard, Garden, Pathway, etc.
® Warranty: 1 Year
® Standard: CE, RoHS

@ Solar Powered [@® 3Working Modes
}) Motion Activated 4% [pgs waterproof
-_Q- Super Bright ® Long Lasting

$0 Zzero Electricity Cost S o, d1ess to Install

Color Temperature: 3000K 4000K 5000K

" Low Light Mode\ﬁjxﬂ  Hight Light Modefszr"




NEXLEDS "

NEXLEDSLTD

Smart LED RGBCW Strip Light

® Model No. : NX10RGBCW-3.6WM
® Specification : DC12V,18W (3.6Wx5M)
® \Working Temp : -20~+50(C)
® CRI(ra): >80
fie ® Body Color: White
s _— ® |ight Source: SMD 5050 RGB,300 Chips
® Life Time : 30000 hrs
® BeamAngle : 120 degrees
® Product Size: 5000*10mm, Smeter/Roll
® Cutting Length: 50 mm
e P P85
® Application : Home, Shop, Hotel
® Warranty : 2 years
® Standard: FCE
[ ® ColorTemp: RGBCW+16 Million colors
® Enabled: Wifi+Bluetooth
. ® Dimmable : YES

Color Temperature: RGBCW+16 Million colors

4

/

{r'/j,/x
;(%5*"”’” Smart COB RGBCW Strip Light
IR mar rip Lig
Ay ® Model NO. : NX-12COB-16WM-RGBCW
3 e Input: AC100-240V: 50/60Hz
e Output: DC24V; 16 W/M
® Working Temp: -20~+45(C)
e Body Color: White Color
® light Source: COB , 560 Chips
® lifeTime: 25000 hrs
® BeamAngle: 120°
® Product Size: 5000*12 mm; 5 meter/Roll
e Cutting Length: 62.5 mm
e |P: P20
® Application: Home, Shop, Hotel...etc
® Warranty : 2 years
® Standard: ETL
Smart LED ® Enabled: Wifi + Bluetooth

Color Temperature: RGB+3000K+6000K
B
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LED Smart Wifi Rgbcw Slim Panel

Smart12inch Slim Flush Mount

‘ -|

4"Smart LED Gimbal Downlight

® [Model NO.: NXW504WE1WH-10
® Specification : AC120V,60Hz;92mA;10W
® Working Temp : -20~+40(C)
® Power Factor: 0.9
® CRI(ra): >80
® Body Color: White
® |ight Source : San’an SMD Chip
® Lumen: 800 Im
® |ife Time: 35000 hrs
® BeamAngle: 40°
® Adjustable Angle: 360°
. ell‘b " ® Product Size: 4 inch
Int;:;ek ® CutOut: 108mm~110.mm
5019904 ® |P: Damp Location
® Application: Home, Shop, Hotel
DAMP ® Warranty : b years
Wy ® Standard: ETL
® Dimmable : 5%~10% dimming

Color Temperature:

RGB+(2700 ~ 6500K)

B
»

SHyiA

ALNVHHYM

e Model NO.: NX-FMDR12-RGBCW e Model NO. : NXR304WE1WH-10
@ Specification: AC120V,60Hz:170mA:15W @ Specification: AC120V; 60Hz; 104mA; 10W
® Working Temp : -20~+40(C) e Working Temp : -20~+45(C)
® Power Factor: 0.70 ® Power Factor: >0.9
e CRI(ra): >80 e CRI(ra): >80
e Color: Brushed Nickel e Color: White Finish
® Light Source: San’an SMD Chip ® Light Source: San’an SMD Chip
® Lumen: 1200 Im ® Lumen: 600 Im
e Life Time: 50000 hrs e Life Time: 35000 hrs
e BeamAngle: 120° e BeamAngle: 120°
® Product Size : 12 inch ® Product Size: 4 inch
e |P: Damp Location e CutOutSize: 4.25inch
® Application: Home, Shop, Hotel... e |P: IP20
Intertek ® \Warranty : 5 years c 6“’ us ® Application : Suitable for damp location;
Ll ® Standard: ETL e ® Home, Shop, Hotel, etc.
o == ® Dimmable : 5%~100% dimming 5019904 ® \Warranty : 5 years
-l Eg Color Temperature: RGB+(2700 ~ 6500K) hd SFandard : EL
e Dimmable : 5%~100% dimming

Color Temperature:

RGB+(2700 ~ 6500K)

- )
P

Smart Light Bar

Control Mode:

® NModel NO.: NX-PDL-12W-RGBCW

@ Specification : AC100-240V; 12W

® \Working Temp : -20~+40C (-4°F to 104°F)
® Color: Black Color

e Material : PC

® | ight Source: LED

® [ife Time: 25,000 hrs

® BeamAngle: 120°

® Product Size: 3.46x2.28x11.22inch

e IP: IP20

® Application: Bedroom, Living Room, Gaming Room,
e Party Decor

® Warranty : 25,000 hrs

® Standard: FCC

® Compatibility : Tuya Smart, Siri

® Max Colors : 16.7 Million

@

Bluetooth + Wifi ( 2.4GHz )

Color Temperature:

RGB+(2700 ~ 6500K)

-
»
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® Model NO. : NX-PCL-18W-RGBCW ® Model NO. : NXSFR-15W-K NXSFR-15W-Y
® Specification : AC100-240V; 18W NXSFR-50W-K NXSFR-50W-Y
® Working Temp: -20~+40C(-4°F to 104°F) e Specification : AC100-277V ; 50/60Hz; 15W / 50W
® Color: Black Color ® Working Temp : -20~+50(C)
e Material : Aluminum + PC e Power Factor: >0.9
® |ight Source: LED ® CRI(ra): >80
® |ife Time: 25,000 hrs ® Color: Brown Color
® BeamAngle: 120° e Material : High thermal conductivity aluminum alloy
® Product Size: 60x 17 x9inch + Clear lens
e IP: P20 e Light Source : SMD3030+SMD5050
® Application: Bedroom, Living Room, Gaming Room, ® [umen: 1350-1500Im / 4500-5000 Im
® Party Decor...etc @ Life Time: 30000 hrs
® Varranty : 25,000 hrs ® BeamAngle: 90X120°
® Standard: FCC ® Product Size : 4.72*3.74*1.69inch / 8.66*6.06*2.2 inch
® Compatibility:  Tuya Smart, Siri Intertek ® P IP65
® Nax Colors: 16.7 Million RARRE ® Application: Home, Outdoor garden , Yard,
® Control Mode: Bluetooth + Wifi (2.4GHz ) ® Warranty : 5 years
Color Temperature: RGB+(2700 ~ 6500K) e Standard: ETL
B e Installation Method: Knuckle / Bracket
3

Color Temperature: 3000K~5700K+RGB

i

Smart LED Landscape Light Smart Camera Square Security Light

® Quantity : 4 PCS ® Model NO. : NX-SLWSS-25W

® Model NO. : NX-SRGBFL4-24W ® Specification: AC100-277V ;50/60Hz; 25W

® Power Input: AC100-240V;400mA, 24W 3 ’ ® \Working Temp : -20~+45(C)

® Working Temp: -20~+45(C) i \ ' ® Power Factor: >0.9

® Power Factor: 0.5 \\: \ e CRI(ra): >80

® CRI(ra): >80 S @ Color: White Color

® Color: Black shell+White glass e Material : High thermal conductivity aluminum alloy

® | ight Source: SMD 2835 + Transparent PC

® umen: 600 Im*4 ® Light Source: SMD2835

e Life Time: 50000 hrs 4 e Lumen: 2250-2500Im

® BeamAngle . 110° : v e Life Time : 30000 hrs

® Adjustable Angle: 270° d ellb i ® BeamAngle: 100°

® Product Size : 135.4*35.8*284 .6mm(Single light) Int;:;ek ® Product Size: 10.02*7.43*7.57inch

® P IP65 (Adaptor IP44) 5002143 ® |P: IP65

® Application : Landscape,park,villa,lawn,garden,wall etc ® Application:  Garden, yard, garages, workshops, industrial

‘ ® \Warranty : 5 years workstations, storage rooms, equipment rooms

. e Standard - ETL FEC e Warranty : 5 years

e Control Mode: Wifi + Bluetooth e Standard: ETL

m:
=3
= =
w»n

Color Temperature: RGB+3000 K
B

Color Temperature: 3000K ~5700K

ALNYHHYM

(((((
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y
SENS R .
SECURITY LIGHT
CT % |
CHANGEABLE i .
3CCTLED Flood Light
3 CCT — -
CHANGEABLE 3CCTLED Security Light Model Watt Size(inch)
30W-20W-15W; —
e ModelNO.:  NX-SLWS-20W-W3C / NX-SLWS-20W-B3C NX-SFLL13-30W-H-MV-TCP(XX) | 7.5876.9172.26
e Specification: AC120V; 50/60Hz; 20W 50W-40W-30W e A
e Working Temp: -20~45(C) NX-SFLL35-50W-H-MV-TCP(XX) G 8.99%8.58*2.42
® Powslguugor: >0.9 NX-SFLL13-100W-H-MV-TCP(XX)-Y 100W-80W-60W | 15 55+10.26" 2.99
e CRI(ra): >80 458 mA
» Cololg e 2 F ok Color e Specification : AC120-347V; 50/60Hz;
e Material : Aluminum+PC ° Working Temp - -40"’45(5(:)
e Light Source: SMD 2835 Chip e Power Factor : 09
® Lumen: 1800~2000 Im e CRI(ra) : >80
e Life Time:: 30000 hrs e Color: Bronze Color
e BeamAngle: 100° e Light Source : SMD2835
® SensorAngle: 270" e Lumen : 130LM/W
® Product Size: 9.9*6.7*6.6inch (251*171*168mm) T o — 50000 hrs
e Environment: Wet Location e BeamAngle: 7THBV
® Application : Courtyards, Garages, Driveways, Gardens °lP: P65
GIb : m: * Warraii LR —<= E‘ ."I'E;;-."EE e Application : Highway ,tunnel..etc
NS e E% ® Standaiy ETL E§ ® Warranty : 5years
ek ' Color Temperature: 3000K-4000K-5000K (Changeable) - e Standard : uL
] Color Temperature: 3000K-4000K-5000K (Changeable)
]
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S CCT S CCT :
CHANGEABLE LED Area Light CHANGEABLE LED Canopy Light
Model Watt Size(inch) ® Model NO.: NX-GPS4-80/60/40W-H-MV-TCP(XX)-Y
NX-ARS7-240/200/150W-H-MV-TCP(XX)-Y f:;g;ﬁg?w-wow 19.19712.4°2.48 e Specification : AC120-347V; 50/60Hz; 733mA;
NX-ARS7-300/240/200W-H-MV-TCP(XX)-Y | onnr-249W-200W | 49 19+12 42,48 _ 80/60/49W
f{)ﬁgzgéw-soow ® Working Temp : -40~45(C)

NX-ARS7-500/400/300W-H-MV-TCP(XX)-Y (4583mA) 27.33713.2172.86 ® Power Factor : 09

® Specification : AC120-347V; 50/60Hz o CR'(FE_')? >80

® Working Temp -40~45(C) ® C.olor. Brown color

® Power Factor: 0.9 ® Light Source: Luminus SMD2835

e CRI(ra) - ~80 ® |umen: 130LM/W

- ® Life Time: 50000 hrs

) CVOIOI’ : Brown color - L s

® Light Source : Luminus SMD2835 optional e :

® Lumen: 130LM/W ® Product Size : 10.06*10.06*2.73 inch

e LifeTime: 50000 hrs ®IP: IP65 _ |

® BeamAngle: Type3 ® Application : Garage,loading areas,drive-through...

®|P: IP65 ® Warranty : 5 years

(R E% ® Application: Walkways, roadways, and other public areas o hd Star_1dard : UL
666 EH m: ® Optional : Sensor
CERTIFIED e ® Warranty : 5years ‘ =3 :
® Standard: uL CERTIFIED il Color Temperature: 3500K-4000K-5000K (Changeable)

Color Temperature: 3500K-4000K-5000K (Changeable)

3CCTLED UFO Highbay
S CCT _ 3 CCT :
CHANGEABLE LED Canopy Light

CHANGEABLE Model Watt Size(inch)
NX-UHBS7-150W-MV-TC(XX) gf;?vzmm 11.02%4.67 ® Model NO.: NXSCL-50W-CS
NX-UHBS7-200/150/100W-H-MV-TCP (XX)-Y ff;;;;i?w-mow 13.31%5.02 ® Specification : AC120-347V; 50/60Hz; 500mA

> 20W-200W-150W 50W-40W-30W Changeable
NX-UHBS7-240/200/150W-H-MV-TCP(XX)-Y | (55057 13.31%5.02 e Working Temp - “40~+45(C)
NX-UHBS7-300/240/200W-H-MV-TCP(XX)-Y ?gfgg-ﬁi?w-zoow 13.31%5.35 ® Power Factor: >0.9
® Specification : AC120-347V : 50/60Hz; : gRl'(“f_')i BTOk -
® \Working Temp : -40~+45(C) AL B LTOFe
: ® Material : Die-casting Aluminum
® Power Factor: 0.9 T _ T T hEeE
® CRI(ra): >80 sl o 1:5“;_‘:/' /SW
® Color: Black Color a L_ume_” - e
® Light Source : Luminus SMD2835 ® Life Time: : o i
® Lumen: 140 LM/W : BeamAng‘le T 9.56x9 [
® Life Time - 50000 hrs : Pr?duct8|ze_ ”:.)65)( .56x3.46 inch
® BeamAngle : 80° P — _ :
FRTR P65 ® Application : Gas stations, parking garages,
® Application : Warehouse, Factory, work shop and so on loading areas, drive-through...etc
m: : ® Warranty : 5 years
=3 ® \Warranty : 5years -z
&3 : -y T ® Standard : UL,cUL,DLC
CERTIFIED ® Standard: UL - ag o T -
® Optional : Sensor olor Temperature: 3000K-4000K-5000K (Changeable)

Color Temperature: 3500K-4000K-5000K (Changeable)
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cHANGEABLE cHANGEARLE
Model Watt Current ® Model NO. : NX-OWPH-60W-H- MV-TCP(XX)-Y
75W-60W-45W NX-OWPH-120W-H- MV-TCP(XX)-Y
HEEQWNIPE BRI DNSED-Al | Clidndeabls i e Specification - AC120-347V; 50/60Hz;
NX-OWWP3-120W-DV-3C-3w | ZOWI0RET2W 1 4100mA 550mA; 60W/40W/30W
1100mA; 120W/100W/80W
® Specification: AC120-347V; 50/60Hz; @ \Working Temp : -40~45(C)
® Working Temp : -40~+45(C) ® Power Factor : 0.9
® Power Factor: >0.9 ® CRI(ra) : >80
e CRI(ra): >70 ® Color: Bronze color
e Color: Dark Bronze ® Light Source : Luminus SMD2835
e Material : Die-casting Aluminum ® | umen: 130LM/W
® LightSource: Lumileds2835 ® | ife Time : 50000 hrs
® Lumen: 130 LM /W ® Beam Angle : 60x120°
e Life Time: 50000 hrs ® Product Size : 13.74*9.25*4.29 inch
® BeamAngle: 90° ® P IP65
® Product Size: 14x8.9x4.76inch WET E =i ® Application : Park, Factory...etc
“‘ — e |P: IP65 640 g = =1 ® Warranty : 5 years
@ W E Eg ® Application: General outdoor security lighting, pathways, o bt : e Standard : UL
cEFTIFED s loading docks,perimeters and etc. Color Temperature: 3000K-4000K-5000K (Changeable )
® \Warranty : 5 years
® Standard: LUL.c UL, DLC, FCC

Color Temperature: 3000K-4000K-5000K (Changeable)

cHANGEARLE LED Barn / Yard Light

® Model NO.: NX-FCWW-75WCS ltem Number Wattage Lumen

e® Specification : AC120-347V; 50/60Hz; 900mA; NX-YD-42W 42W 4600Im
75W-60W-45W Changeable i) i Calill

® Working Temp: -40~+50(C) ® Voltage 100-277V AC

® Power Factor: >0.9 ) ® Power Factor >0.95

® CRI(ra): >80 e CRI Ra>80

® Color: Dark Bronze e LED Chips Philips

® Material : Die-casting Aluminum e |IP Rated IP65

® Light Source : Lumileds2835 Photocell e Life Span >50000Hrs

® Lurmens 10 L Wy Color Temperature: 3000K  4000K 5000K 5700K

® |ife Time: 50000 hrs

® BeamAngle : 90°

® Adjustable Angle: 0-90° smallEhotosall

® Product Size : 10.89x8.50x4 .86 inch

® P IP65

® Application : General outdoor security lighting,
pathways, loading docks, perimeters etc ==

® Warranty : 5 years 5%

® Standard: UL.cUL, DLC, FCC

Color Temperature: 3000K-4000K-5000K (Changeable)
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LISTED

COB Strip Light
Model Watt Size Cut Length IP
NX-03COB504-4W-xK-IPxx 4W/M 5000*3mm 35.7mm IP20 _ : : : e
Emergency Mini Bug-eye
NX-05COB504-8W-xK-IPxx 6W/M | 5000*5mm 13.89 mm IP20/ 1P 65 ® ModelNO.: NX-EMMBBU-1W
® Specification : AC120/AC277V; 60Hz; 0.1A; 1.6W
NX-08COB336-8W-xK-IPx 8W/M | 5000*8mm 62.5mm EaciiE o : Workmg'Temp. e ()
CRI(ra) : >80
® Color: White Color
NX-10COB504-12W-xK-IPx> 12W/M | 5000%10mm 41.66 mm :ggg“ggﬂ ® Light Source: 2pcs SMD 3030
® Lumen: 100 LM
NX-12COB840-16W-RGBW-IC | 16W/M | 5000*12mm 100 mm P20 ® Life Time : 50000 hrs
- Ef?&éﬁ@ ® Battery : Ni-CD battery (3.6V 900mAh)
e e C @ Egg B "'i"il;ﬁ ® Self-powered: 90mins
® Specification : DC24V ® LifeTime: 50000 hrs a: s e ® Product Size: 8.46*3.94*1.77 inch
® Working Temp : -20~+50(C) ® BeamAngle: 120° LISTED - : o |P: Suitable for Damp Locations
® CRI(ra): >90 ® Application: Residential lighting, decorative lighting; E6alaga ® Application: Shop, Hotel ... etc
® Color: White Color Home, Shop, Hotel. ® \Warranty : 5 years fixture, 2 years battery
® |ightSource : Sanan COB Chip ® Varranty : 2 years ® Standard : cUL
® |umen: 90~100 LM/W ® Standard : UL Color Temperature: 500K

Color Temperature: 3000K@ 4000K@ 5000K@ RGBW e =
a7 = s
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) ® Model NO. NX-EMBU12140/5W ® Model No.: NX-EMBU636/5W
% - e Specification : AC120/347V; 50/60Hz; 2*5W - Lls - @ Specification : AC120/347V; 50/60Hz; 2*5W
e Remote Capacity: 140W ' i3 ® Working Temp : 5~30(C)
® Working Temp : 5~30(C) ® Power Factor: 0.95
Ex2Epge 1/ e Power Factor: 0.95 e CRI(ra): >85
i ® CRI(ra): >85 oM ® Color: White Color
s e Color: White Color e Light Source : SMD
® Light Source : SMD ® | umen: 469 Lumens per head
® Lumen: 780 Lm o ® Life Time: 50000 hrs
® Life Time: 50000 hrs \ - ® Battery : Lead acid battery 6V 6AH
\/ e Battery : 120 mins s e Self-powered : 90 mins
® Self-powered : Lead Acid Battery 12V 12AH ée& ® Product Size : 11.73*2.95*9.76 inch
i e Product Size - 13.5*4.21*12.52 inch \ &P 2x5W e IP: IFa
/ £ YR P20 ; ® Application : Shop, Hotel...etc
\ Yoy | 140w ® Application: Shop, Hotel.. etc ® Warranty : 5 years fixture, 3 years battery
\ g/ 2X5W Bemate Capacity ® \Warranty : 5 years ® Standard: CSA
® Standard : CuUL Color Temperature: 500K

Color Temperature: 500K

% 602516
LISTED
E521006

v,_f” ® Model NO. : NX-EMBU12275/5W 5 . ® Model No. : NX-EMBU1272/5W

e Specification : AC120/347V: 50/60Hz: 2*5W « <7 e Specification: AC120/347V; 50/60Hz; 2*5W
. e Remote Capacity: 275 ' 4 ® Working Temp : 5~30(C)
AExzepst Jil ® Working Temp : 5~30(C) rexiens® ® Power Factor: 0.95
"' ® Power Factor : 095 e CRI(ra): >85
iy ® CRI(ra): >85 ® Color: White Color
e Color: White Color e Light Source : SMD
® Light Source : SMD ® | umen: 469 Lumens per head
® Lumen: 780 Lm ® |ife Time: 50000 hrs
® Life Time: 50000 hrs ® Battery : Lead Acid Battery 12V 7AH
@ Battery : Lead Acid Battery 2 *12V 12AH ® Self-powered : 90 mins
® Self-powered : 120 mins ® Product Size: 12.2*3.94*11.42 inch
® Product Size : 15.28*4.21*13.7 inch ® P! P20
® P P20 ® Application : Shop, Hotel
275w ® Application : Shop. Hotel.__etc ® Warranty : 5 years fixture,3 years battery
RomotnSapacity ® Warranty : 5 years ® Standard: CSA

® Standard : CuUL Color Temperature: 6500K

Color Temperature: 500K

LISTED

E521006
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LISTED

E521006

602516

Twin heads Emergency Light
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NEXLEDSLTD

Waterproof LED Exit Sign

Self-powered:

120mins

Product Size :

10.51*3.74x3.54 inch

IP:

Suitable for Damp Locations

® Model NO.: NX-EMMBBU-2.4W

® Specification : AC120-347V~; 50/60Hz; 2W
® Working Temp: -0~40(C)

® CRI(ra): >80

® Color: White Color

® | ight Source: 24pcs SMD 2835

® |Lumen: >180LM

® LifeTime: 50000 hrs

® Battery: Ni-CD battery (3.6V 1200mAh)
o

&)

®

®

®

e Model No.: NX-EMRMWP

e Specification : AC120-347V; 50/60Hz;, 2W
e Working Temp : -20~40(C)

e Power Factor: 0.95

e Color: White Color

e Light Source: SMD

e LifeTime: 30000hrs

e Battery: Ni-MH 3.6V 1500mAH

e Self-powered: 2 hours

e Product Size: 354x76x232mm

e |P: Wet location

e Application : Shop, Hotel... etc

e Warranty : 2 years fixture, 1 year battery
e Standard: UL

Application : Shop, Hotel ... etc
Warranty : 5 years warranty fixture,
2 years warranty battery
® Standard: cUL

Color Temperature:

® Model No. :

6500K

LED Emergency Light Combo

NX-EMCUS636/5W

e Specification :

AC120/347V; 50/60Hz; 2*5W

Color Temperature:

6500K

LED Exit Sign

e Working Temp : 5~30(C)

® Power Factor: 0.95

e CRI(ra): >85

® Color: White Color

e Light Source : SMD

® umen: 469 Lumens per head

e Life Time: 50000 hrs

® Battery : Lead Acid Battery 6V 6AH
® Self-powered : 90 mins

® Product Size : 12.99%6.38%11.02inch

® P: IP20

® Application : Shop, Hotel ... etc

® \Warranty : 5 years fixture, 3 years battery
® Standard : CSA

Color Temperature:

6500K

® Model No. : NX-EMRMS

@ Specification : AC120-347V; 50/60Hz; 1W
e Working Temp : 5~30('C)

® Power Factor: 0.95

e CRI(ra): >85

® Color: White Color

e Light Source : SMD

® |Lumen: 90 Lm

® Life Time: 50000 hrs

@ Battery : Ni-Cd battery 3.6V 1000mAH
® Self-powered : 120 mins

® Product Size : 12.36*2.13*7.48 inch

® P IP20

® Application : Shop, Hotel

® Warranty : 5 years fixture, 3 years battery
® Standard: CSA

Color Temperature:

6500K
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LED Edge-lit Exit Sign

® Model No. : NX-EMRMEPB

e Specification : AC120-347V; 50/60Hz; 1W
® Working Temp : 5~30(C)

® Power Factor: 0.95

® CRI(ra): >85

® Color: Black Color

e Light Source: SMD

® Lumen : 80Lm

® LifeTime: 50000 hrs

® Battery : Ni-Cd Battery 3.6V 800MAH
® Self-powered : 120 mins

® Product Size : 11.06*1.61*9.53 inch

e |P: P20

® Application : Shop, Hotel

® Warranty : 5 years fixture,3 years battery
® Standard : CSA

Color Temperature:

LED Emergency Light Combo (Running Man Sign)

6500K

® Model NO. : NX-EMRMCUP

® Specification : AC120-347V; 60Hz; 80mA; 4.5W
® \Working Temp : 0~40(C)

® CRI(ra): >80

® Color: White Color

® | ight Source : SMD

e Life Time: 50000 hrs

® Bafttery : Ni-CD battery (3.6V 1800mAh)
® Self-powered: 120mins

® Product Size : 13.58*2.32*9.05 inch

® 1P Suitable for Damp Locations

® Application : Shop, Hotel ... etc

® \Warranty : 5 years fixture, 2 years battery.
® Standard : cUL

Color Temperature:

6500K

LISTED

E521006

LISTED

E521006
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High Output LED Emergency Light Combo (Running Man Sign)

® Model NO. : NX-EMRMCUPHO

@ Specification : AC120-347V; 60Hz; 80mA; 4.5W
® Working Temp : 0~40(C)

® CRI(ra): >80

® Color: White Color

® | ight Source : Super Bright SMD LED

® Life Time : 50000 hrs

® Battery : Ni-MH battery (3.6V 3600mAh)
® Self-powered: 120mins

® Product Size: 13.58%2.32*9 .84 inch

® |P: Suitable for Damp Locations

® Application : Shop, Hotel ... etc

® Warranty : 5 years fixture, 2 years battery.
® Standard: cUL

Color Temperature:

6500K

LED Exit Sign (Running Man Sign)

® Model NO. : NX-EMRMEP

® Specification : AC120-347V; 60Hz; 80mA; 4 5W
® Working Temp : 0~40(C)

® CRI(ra): >80

® Color: White Color

® | ight Source : Super Bright SMD LED

® Life Time: 50000 hrs

® Battery : Ni-CD battery (3.6V 900mAh)
® Self-powered: 120 minutes

® Product Size : 13.58%2.32*9.84inch

® P Suitable for Damp Locations
® Application : Home, Shop, Hotel.. . etc

® \Warranty : 5 years fixture, 2 years batter
® Standard : cUL

Color Temperature:

6500K
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® Model No. : NX-EMRHS5W / NX-EMRHS7TW = ® Model No. : NX-EMRHD3WWP
e Specification : DC5V-12V;5W /| TW o @ Specification : DC 5V-12V; 2*3W
® Working Temp : 0~30TC e Working Temp : 0~30T
® Power Factor: 0.95 ® Power Factor : 0.95
® CRI(ra): >85 ® CRI(ra): >85
® Color: White Color ® Color: White Color
e Light Source : SMD e Light Source: SMD
® Lumen: 469 LM / 584 LM ® Lumen: 280 Lm per head
® LifeTime: 50000 hrs ® Life Time: 50000 hrs
® Product Size: 5.0%2.84*5.51 inch ® Product Size : 10.0*2.34*5.98 inch
e |P: P20 e |P: IP65
® Application: Shop, Hotel ...etc ® Application : Shop, Hotel .. .etc
e Warranty : 5years e Warranty : 5 years
® Standard : CSA ® Standard : CSA

Color Temperature: 500K Color Temperature: 6500K

BW/7TW 602516

LED Double Remote Head

LED Double Remote Head

® Model No. : NX-EMRHD5W / NX-EMRHD7W ® Model No. : NX-EMRHD3W
e Specification : DC 5V-12V; 2*6W / 2*TW e Specification : DC 5V-12V; 2*3W
e Working Temp : 0~30T e Working Temp : 0~30TC
® Power Factor: 0.95 ® Power Factor: 0.95
e CRI(ra): >85 e CRI(ra): >85
® Color: White Color ® Color: White Color
e Light Source : SMD e Light Source : SMD
® Lumen: 469 Lm per head /584 Lm per head ® Lumen: 280 Lm per head
e Life Time: 50000 hrs @ Life Time: 50000 hrs
® Product Size : 7.87%2.87*4.53 inch ® Product Size : 7.80*5.00*4.53 inch
o |P: P20 o |P: 1P20
@F-"‘ ) : ® Application : Shop, Hotel ...etc m!' ’ ® Application: Shop, Hotel ... etc
W sp® E E; ® Warranty : 5 years N s sp® Eg ® Warranty : 5years
—JEE ® Standard : CSA —=F ® Standard : CSA
2X5W 602516 Color Temperature: 6500K 2X3W 602516 Color Temperature: 6500K

2xXTW
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Aluminium Profile

® Model : NX-0809
® Sijze: 7.8*9mm
® Housing Material : T-6063 Aluminum
® Housing Color: Anodized Silver
® Cover: Opal Diffuser
® Accessory : End cap 2 PCS/M
Embedded Installati Ceiling M t al Beam angle 120 DeQree
¢ a C g I g Dimension ® |P Ratlng : |P4O (Dry |00ation)

. ‘ ® Package : 3M
H [ ] App”cation: LED Strip with 4-5mm PCB

Aluminium Profile

® \odel : NX-613RS
® Size: 17.2*14 .5mm
® Housing Material : T-6063 Aluminum
® Housing Color: Anodized Silver
® Cover: Opal Diffuser
® Accessory: End cap 2 PCS/M,
P —— . | I:/Ize(;atl) Mounting Clip 2 pcs/M
‘ — ® Beam angle : egree
: 18 o ® |P Rating : IP40 (Dry location)
m ® Package : 3M
_ f ® Application: LED Strip with 10/12mm PCB

ghiisd

Aluminium
Profile

Aluminium Profile

® \odel : NX-610RS
® Size: 15.5%6.6mm
® Housing Material : T-6063 Aluminum
® Housing Color: Anodized Silver
® Cover: Opal Diffuser
® Accessory: PC end cap; 2pcs/meter
® Beamangle : 120 Degree

\\\\ 'k\\m\\ DI ® |P Rating : IP40 (Dry location)

[: I 121 Gﬁ ® Packagg: 3M —
% l] ® Application: LED Strip with 10/12mm PCB
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Aluminium Profile Aluminium Profile

® Model - NX-618RS ® \odel: NX-Q5M
® Size: 21.7*5.7mm ® Size : 61"14mm
® Housing Material : T-6063 Aluminum ® Housing Material : T-6063 Aluminum
® Housing Color : Anodized Silver ® Housing Color : Anodized Silver
® Cover: Opal Diffuser ® Cover: Opal Diffuser
® Accessory : PC end cap; 2pcs/meter ® Accessory : End cap 2 PCS/M

S . ® Beamangle : 120 Degree . ® Beamangle: 120 Degree

i 4 L ® |P Rating : IP40 (Dry location) Fiatangls | ® P Rating : IP40 (Dry location)

Naav ® Package : 3M ® Package : 3M

® Application: LED Strip with 10/12mm PCB ® Application: LED Strip with 10/15/20 mm PCB

Aluminium Profile Aluminium Profile

® \odel: NX-601RS ® \odel: NX-Q639M
® Size: 15.6%15.6mm ® Size: 56"15mm
® Housing Material : T-6063 Aluminum ® Housing Material : T-6063 Aluminum
® Housing Color: Anodized Silver ® Housing Color: Anodized Silver
® Cover: Opal Diffuser ® Cover: Opal Diffuser
® Accessory : PC end cap; 2pcs/meter ® Accessory . PC end cap; 2pcs/meter
® Beamangle : 120 Degree | ® Beamangle: 120 Degree

i , ® |P Rating : IP40 (Dry location) el B : ® |P Rating : IP40 (Dry location)

S ® Package : 3M Available ® Package: 3M

® Application: LED Strip with 10 mm PCB ® Application: LED Strip with 8/10/12mm PCB

Aluminium Profile Aluminium Profile

® Model : NX-614RS ® \odel: NX-Q1M
® Size: 19*19mm ® Size: 50*22mm
® Housing Material : T-6063 Aluminum ® Housing Material : T-6063 Aluminum
® Housing Color: Anodized Silver ® Housing Color : Anodized Silver
® Cover: Opal Diffuser ® Cover: Opal Diffuser
® Accessory : PC end cap; 2pcs/meter ® Accessory . PC end cap, 2pcs/meter
: ® Beam angle : 120 Degree ® Beam angle: 120 Degree
N 19 ® |P Rating : IP40 (Dry location) 2RO Blmension; ® |P Rating : IP40 (Dry location)
Package : 3M Installation (22 N, 1 ® Package : 3M
Application: LED Strip with 10/12mm PCB ® Application: LED Strip with 8mm PCB
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® Model : NX-Q2M ® \odel : NX-5615
® Size: 46*24 4mm ® Size: 56*15mm
® Housing Material : T-6063 Aluminum ® Housing Material : T-6063 Aluminum
® Housing Color : Anodized Silver ® Housing Color : Anodized Silver
® Cover: Opal Diffuser ® Cover: Opal Diffuser
® Accessory : PC end cap; 2pcs/meter ® Accessory : PC end cap; 2pcs/meter
: ® Beam angle : 120 Degree : ® Beamangle : 120 Degree

el ‘ 55 ® |P Rating : IP40 (Dry location) kil ® |P Rating : IP40 (Dry location)

etaliaton ® Package : 3M | ® Package: 1M/2M/3M Available
® Application: LED Strip with 8 mm PCB ® Application: LED Strip with 10/12mm PCB

Model Watt | Input Current | Qutput Current
: z'izce’?' : :l;(*'gv;nfg_? NX-LVD-2424-D | 24W 0.25A 1000mA
L Hous.ing Material : T—6063 Aluminum bbb v st Sl S
® Housing Color: Anodized Silver NX-LVD-6024-D 6OW 0.70A 2500mA
- NX-LVD-9624-D 96W 1A 4000mA
® Cover: Opal Diffuser
® Accessory : PC end cap: 2pcs/meter; ® |nput: 90~130VAC ,48-62Hz
Silicone end cap: 2pcs/meter, ® Output: DC24V , CVmax
sl Mounting Clip: 2pcs/meter ® PF: >0.95
® Beam angle : 120 Degree ® Efficiency : >85%
® |P Rating : IP65, use with IP65 LED strip ® |P: IP 54
® Package : 3M ® Ta: 40C
® Application: LED Strip with 8 mm PCB ® Tc: 80°C
® Traic Dimmable: 5%~100%
® Model: NX-2608W Model Watt | Input Current| Output Current
® Size: 26*8.7mm ——
4 ® Housing Material : T-6063 Aluminum NX-LVD-19224-D | 192W 2.0A (2*4000mA)
& ® Housing Color: Anodized Silver
V LE!E%.. F T— Opal Diffuser NX-LVD-28824-D | 288W 2.98A (31*24%%%”;1)
¢ ® Accessory: PC end cap: 2pcs/meter; ® |nput: 110~277V AC , 50-60Hz
e — Silicone end cap: 2pcs/meter; ® Output: DC24V ,CVmax
‘D’"’e”s'“" . Mounting Clip: 2pcs/meter e PF: >0.95
I o ' ® Beam angle : 120 Degree O ® Efficiency : >85%
87 oo ® |P Rating : IP65, use with IP65 LED strip & G“’ i e |P: IP65
i :f_g ® Package M Class 2 i ® Optional Dimming Mode: 1. Triac / Phase-cut/ ELV / MLV
® Application: Embedded Installation 2 0-10V 3 1-10V

61 LED Strip with 8 mm PCB 4.RX 5. 10VPWM
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1-Way Smart Dimmer Switch

® \lodel NO.: NX-SSWD-1
® |nput Power: . 100~240V AC 50~60Hz
® Dimming Control: TRIAC Edge Cut
® |nductive load (LED/CFL): 250W Max
® Resistive load (Incandescent): 430W Max
® Communication: WiFi802.11 b/g/in 2.4GHz
® Dimmer Type: 1-Way
® NMax Current: TA
® Standby Power: <0.5W
® Button Life: 50K times
® Dimension: 105*45* 45mm

Panel

+———— Dimming
% Levels

Touch

Dimming

g:vf‘gfh Status LED

3 Way Smart Switch

® ModelNO.: NX-SSW-3
® |Input Power: 100~240V AC 60Hz
® Control: Relay
® Communication:  WiFi802.11 b/g/n 2.4GHz
® Switch Type: 3-Way
® \ax Current: 15A
® Standby Power: <0.5W
® Button Life: 50K times
® Dimension: 105*45%42 5mm

Panel

gvrxtfth O i Status LED
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Smart Dimmer Switch

® Nodel NO.: NX-SSWD-N

® Rated Voltage: 120V

® Rated Frequency: 60Hz

® Rated Power: Max.600W

® Communication: WIFI

® Switch Times: =40000 times

@ [nstallation Method: In-Wall

® Power Supply: Neutral and Live wire

® Dimmer Type: Single Pole / 3-ways

® Size: 105 x44 x32mm (LxWxH)

® Application: Indoor (living rooms, apartments,

hotels, hospitals...etc)

LOAD RANGE:

-
Incandescent lamp *f.'l' 1 5W-600W
LED lamp 3W-200W
Halogen lamp 1 5W-600W
Low voltage halogen lamp 3W-200W
CFL- fewer than 5pcs = 3W-200W
Electric resistive heat 1 5W-600W

- _/

Smart Dimmer Switch With Remote

® Model NO.: NX-SSWD-NR
® Rated Voltage: 120V

® Frequency: 60Hz

® Rated Power: Max.600W

® Communication: WIFI or RF

® Switch Times: =40000 times

® Installation Method: In-Wall

® Power Supply: Neutral and Live wire

® Dimmer Type : Single Pole / 3-ways

® Sijze: 105 x44 x32mm (LxWxH)

® Application: Indoor (living rooms, apartments,
hotels, hospitals...etc)

LOAD RANGE:

- 2.
Incandescent lamp f} 1 5W-600W
LED lamp 3W-200W
Halogen lamp === 1 5W-600W
Low voltage halogen lamp %3 3W-200W
CFL- fewer than 5pcs = 3W-200W
Electric resistive heat 1 5W-600W
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